
INDIAN TESTING LABORATORY PRIVATE LIMITED, GREATER
NOIDA ULR No. : 

DOC No. : ITLBIS20250827009
Telephone : +91 9999669383
FAX : -
E-Mail : itlnoida.labs@gmail.co

m
BO Code : None

Plot No-248 , Ecotech - III, Udyog Kendra - II,
GREATER NOIDA, Gautam Buddha Nagar, Uttar
Pradesh, India - 201306

Test REPORT AS PER : IS 303 (2024)

QR Code/Barcode : 100001092573

REPORT NO : 10495365/2025/SS/4_1 DATE : 24 Oct, 2025 

PART A. PARTICULARS OF SAMPLE SUBMITTED 

a) Customer Name & Address : K.M. BOARDS 
DEVIPURA, BAJANGERE KINYA, MANGALORE,
DAKSHINA KANNADA, KARNATAKA, INDIA -
575023 

b) Nature of sample : SS

c) Grade/Variety/Type/Class Size etc : Name of the product - Plywood for General
Purpose, Grade - MR, Type Based on Appearance
- AA, Thickness of Plywood- 19mm, Length-
2440mm, Width- 1220mm, Formaldehyde Class -
E1, Steady-State Formaldehyde Emission test
(optional test) (Cl 11.7) - Without.

d) Declare values, if any : NA

e) Batch No. & Date of Manufacture : NA/ 

f) Quantity : 01 Plywood Sheet

g) Date of Receipt : 27 Aug, 2025

h) BIS Seal : Verified by Sample Cell

i) IO's Signature : Verified by Sample Cell

j) Any other Information / Expiry Date, If any : -/NA

k) Date of Commencement of Testing : 28 Aug, 2025

l) Date of Completion of Testing : 24 Oct, 2025

m)Section Code : 25M65AA

n) Section Report No. : 25M65AA_1

o) Report Type : New

p) Reference Report No. :

q) Remarks :

Akansha Nigam
OIC SAMPLE CELL 

(Authorized Signatory)
Authorized on: 24 Oct, 2025 14:26 PM 

This is a Computer Generated Report.
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Section Report No. : 25M65AA_1 IS 303 (2024) 

PART B. SUPPLEMENTARY INFORMATION 

1. Reference to sampling procedure, wherever applicable. Not Applicable

2. Supporting documents for the measurements taken and results derived like graphs,
table sketches and or photographs as appropriate to test report, if any.

Yes

3. Deviation from the test methods as prescribed in relevant ISS/Work instruction, if any. Not Applicable

3. NABL Report required ? -

RAJEEV KUMAR
OIC Mechanical

(Authorized Signatory)
Authorized on: 24 Oct, 2025 14:25 PM 

This is a Computer Generated Report.
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Section Report No. : 25M65AA_1 IS 303 (2024)

PART C. TEST RESULT

S.No. Clause No 
Table No. 

Sl. No 

Parameter -
Method of test

Test Description Min
Limit

Max
Limit

Unit Result/
Observation

1 Cl-7.2.4 Scarf Joints - - - - Test Not Applicable 

2 Cl-9 WORKMANSHIP AND
FINISH 

- - - - Satisfactory 

3 Cl-11.5, Table 4 Static Bending
Strength - Modulus of
Elasticity - Along the
Face Grain - Minimum

Individual 

- - - - Static Bending
Strength - Modulus of
Elasticity : Minimum
Individual = 4093.42

N/ mm^2 

4 Cl-11.5, Table 4 Static Bending
Strength - Modulus of
Elasticity - Along the
Face Grain - Average 

- 2000.0 - N/mm² 4373.58 

5 Cl-11.4 Moisture Content As per IS 1734 (Part
1) 

5.0 15.0 % 8.43 

6 Cl-11.3.2 Mycological Test As per IS 1734 (Part
7) 

- - - Minimum pass
standard 

7 Cl-11.3.1,
11.3.1.1 

Water Resistance Test As per IS 1734 (Part
5) 

- - - Minimum Pass
Standard 

8 Cl-8.3 Squareness Annex C - - - Result : Squareness =
0.12%, Edge

straightness = 0.08
% 

9 Cl-8.2 Thickness of the
plywood boards 

- 18.05 19.95 mm 19.22 

10 Cl-8.1 Dimensions -length - - - - Result: Length =
2441 mm , Thickness

= 1222 mm 

11 Cl-7.2.5.3 Overlap - - - - Test Not Applicable 

12 Cl-7.2.5.2 Splits - - - - Test Not Applicable 

13 Cl-7.2.5.1 Gaps in cores and
cross-bands 

- - - - Test Not Applicable 

14 Cl-7.2.3 Grain Direction - - - - Test Not Applicable 

15 Cl-7.2.1 Thickness of veneers - - - - Test Not Applicable 

16 Cl-6.2 Adhesive As per IS 303, 848 - - - Test Not Applicable 

17 Cl-6.1 Timber As per Annex B - - - Test Not Applicable 

18 Cl-5.2, Table-2 Maximum Number of
Categories of

Permissible Defects,
per m2 

- - - - Result : Permissible
Defects = 2.0 

19 Cl-5.2, Table- 1
(xiii) 

Swirl - - - - Do not mar the
appearance 

20 Cl-5.2, Table- 1
(xii) 

Splits - - - - Filled with suitable
filler 

21 Cl-5.2, Table- 1
(xi) 

Patches - - - - Do not mar the
appearance 

22 Cl-5.2, Table- 1
(x) 

Knots (tight) - - - - Result = 9 mm dia
per m^2 

23 Cl-5.2, Table- 1
(ix) 

Pin knots (live) - - - - Result = No restricted

24 Cl-5.2, Table- 1
(viii) 

Pin knots (dead) - - - - Result = 1.2 per m^2

25 Cl-5.2, Table- 1
(vii) 

Knots (dead) - - - - Result = 3 dia per
m^2 
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26 Cl-5.2, Table- 1
(vi) 

Joints - - - - Result = one joint 

27 Cl-5.2, Table- 1
(v) 

Insect hole - - - - Result = 2 Hole
pervm^2 

28 Cl-5.2, Table- 1
(iv) 

Dote - - - - Result : = 2.2 cm per
m^2 

29 Cl-5.2, Table- 1
(iii) 

Discolouration - - - - Nil 

30 Cl-5.2, Table- 1
(ii) 

Checks - - - - Not more 300 mm/
m^2 area 

31 Cl-5.2, Table- 1
(i) 

Blister - - - - Nil 

32 Cl-5.1 Classification by
appearance 

- - - - Type = AA 

RAJEEV KUMAR
OIC Mechanical

(Authorized Signatory)
Authorized on: 24 Oct, 2025 14:25 PM 

This is a Computer Generated Report.
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Section Report No. : 25M65AA_1 IS 303 (2024) 

PART D. REMARKS 

RAJEEV KUMAR
OIC Mechanical

(Authorized Signatory)
Authorized on: 24 Oct, 2025 14:25 PM 

This is a Computer Generated Report.
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